Source CPE router 
Router C01GWR20 
Configuration: 
IP 192.168.96.210 

ATM 0.1 

VPWCI 1/551 
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Pest CPE Switch Router 

Configuration: 

P 192.168.96.209 

intf ATM 1/3.3 

VPI/VCI 1/158 
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CREATE A CONNECTION C OMPONENTS TEMPLATE | 

r 

IDENTIFY ATM INTER FACES 

i 

RETRIEVE AND STORE IP ADDRESS, SUBNET MASK, CITY, STATE AND 
VIRTUAL CIRCUIT IDENTIFIER FOR EACH ATM INTERFACE 

USE THE IP ADDRESS IN CONJUNCTION WITH THE SUBNET MASK 
STORED FOR EACH ATM INTERFACE IN THE LIST TO DERIVE THE 

DESTINATION IP AD DRESS 

1 • ~" 

OPTIONALLY USE THE INTERFACE'S IP ADDRESS AND SUBNET MASK 
TO LOCATE THE DESTINATION IP ADDRESS 

i 

IDENTIFY THE VIRTUAL CIRCUIT IDENTIFIER VALUE ASSOCIATED 

WITH EACH OF THE PA IR OF NETWORK IP ADDRESSES 

i 

RETRIEVE AND PREPARE WAN CONFIGURATION DATA SO AS TO 

PERMIT LAN TO WAN C ORRELATION 

X 

ASSOCL\TE THE CITY, STATE AND PAIR OF VIRTUAL CIRCUIT 
IDENTIFIER VALUES OF THE ATM INTERFACES ON THE LANs WITH 
THE CITY, STATE AND PAIR OF VIRTUAL dRCUTT IDENTIFIER VALUES 

ONTHEWAN 

RETRIEVE THE ASSOCIATED CONFIGURATION INFORMATION AND 
COMPONENTS OF THE WAN AND STORE THEM ALONGSIDE ENTRIES 
IN THE LIST OF ATM INTERFACE END POINTS 
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